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Nylon Hoses / Nylonschliuche

orderNo | Innengurehmesser Outside Dia pax. Working . Preszﬂ?et;quojc Length Colour

Bestellnr. — . Auﬁendl#;;?messer Max. BetrieBbas;iruck 20°C Berstdgl;crk 20°C Lamn%;e Farbe

NLH - 06 6 1/4 11.5 7 21 100 Neutral  Transparent
NLH - 06B 6 1/4 11.5 7 21 100 [ Blue | Bleu ]
NLH - 06R 6 1/4 11.5 7 21 (NN Red | Rouge ]
NLH - 08 8 5/16 13.8 7 21 100 Neutral ~ Transparent
NLH - 08B 8 5/16 13.8 7 21 100 [ Blue | Bleu ]
NLH - 08R 8 5/16 13.8 7 21 100 [ Red | Rouge |
NLH - 10 9.5 3/8 15 7 21 100 Neutral  Transparent
NLH - 10B 9.5 3/8 15 7 21 100 [ Blue | Bleu ]
NLH - 10R 9.5 3/8 15 7 21 100 [ __Red | Rouge ]
NLH - 13 12.7 1/2 18 7 21 100 Neutral  Transparent
NLH - 13B 12.7 1/2 18 7 21 100 [ Blue | Bleu ]
NLH - 13R 12.7 1/2 18 7 21 100 [ Red | Rouge |
NLH - 16 16 5/8 23 7 21 100 Neutral  Transparent
NLH - 19 19 3/4 26.4 7 21 100 Neutral  Transparent
NLH - 23 25 1 33.4 7 21 100 Neutral  Transparent
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Structure Working Temperature Range

PVC hose with polyester reinforcement kink
resistant and flexible. Also available in food industry

Structure

PVC Schldauche mit Polyesterbewehrung,
ist knickbestandig und biegbar. Anwendbar
in Lebensmittelindustrie.

Static conditions : -20°C to + 65°C
Dynamic conditions : - 5°C to + 50°C

Température d'utilisation
en Statique : -20°C to + 65°C
en Dynamique : - 5°C to +50°C

We reserve the modify without prior nofification measurements, shape and material of component parts illustrated in our present catalog. TST behélt sich jederzeit das Recht vor, ohne vorherige Benachrichtigung Produkttypen und deren technische Daten, Ausfiihrungen und Zubehdr zu andem.



